
 
 

Specialist Automatic Negative Head Pumps 
 

 

 
Where the water level in the cold water storage tank is below the level of the 
shower outlet a ‘negative head’ situation exists. In such cases a normal pump 
will not work. To overcome this problem Watermill has developed a range of 
Specialist Automatic Negative Head Pumps. Designed and constructed to the 
same high standards as all Watermill pumps. The Specialist Automatic Negative 
Head Pumps are available in PROFESSIONAL LOW VOLTAGE and PREMIER HEAVY 
DUTY BRASS PUMPS, in both single and twin impeller. 
All pumps are supplied complete with high quality braided stainless steel hoses 
and are covered by a comprehensive 2 years manufacturers guarantee. 
Specialist Negative Head Pumps are available in the following models and output 
pressures: 

 
Pressure 
1.8 bar 
2.0 bar 
2.0 bar 
3.0 bar 
3.0 bar 
4.0 bar 

Model 
ANHPC60DLV 
ANHBP65S 
ANHBP65D 
ANHBP100S 
ANHBP100D 
ANHBP130D 

Type 
Twin Impeller Low Voltage (transformer supplied) 
Single Impeller Heavy Duty Brass 
Twin Impeller Heavy Duty Brass 
Single Impeller Heavy Duty Brass 
Twin Impeller Heavy Duty Brass 
Twin Impeller Heavy Duty Brass 

 
 

Manual Negative Head Kits 
 

Also available from Watermill are Manual Negative Head Kits consisting of a 
pneumatic push button (available in white, chrome & gold), 7 metres of plastic 
tubing and an air switch mounted with a terminal box. The Manual Negative Head 
Kits are designed for use with the standard Watermill P.C LOW VOLTAGE & P.R 
REGENERATIVE pump ranges.  
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